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I M P O R T A N T
THE CONTRACTOR IS REQ.
TO VISIT THE SITE AND
REVIEW ALL CONDITIONS
NOTED OR DRAWN -REPORT
ANY DISCREPENCIES OR
INTERFERING FIELD
CONDITIONS TO THE
ARCHITECT PRIOR TO
CONSTRUCTION IN WRITING.
THE CONTRACTOR IS
RESPONSIBLE FOR THE
COORDINATION OF NEW
AND EXISTING BUILDING
CONDITIONS TO ACHIEVE
THE CORRECT FIT AND
FINISH OF THE PROPOSED
CONSTRUCTION. THIS IS A
REQUIREMENT OF THE
CONSTRUCTION DOCUMENTS.
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ADDITION TO EX. HOME FOR:

15 LORETTA ST., HILLSDALE, NJ

 1/4" = 1'-0"
1 FRONT ELEVATION

 1/4" = 1'-0"
2 LEFT SIDE ELEVATION

5 - A4

10 - A4

14 - A4

17 - A4

NOTE: SEE WINDOW
SCHEDULE FOR GRILLS
IN WINDOWS.

1-A4      CAREFULLY REMOVE EXISTING SIDING BEHIND ADDITION ON THIS SIDE FOR RE-
USE--  CEDAR STYLE SIDING REMOVED IS TO BE USED AT FRONT OF NEW ADDITION.
VERIFY WITH OWNER.
2-A4      FACSIA TO CREATE FEAU ROOFLINE AT SIDE-- COORDINATE SIDING AND FASCIA TO
ALIGN AS SHOWN.
3-A4      FRAME ROOF TO ALIGN ROOF SURFACE AS SHOWN IN THIS LOCATION--
COORDINATE PLATE AS REQUIRED FOR ALIGNMENT.
4-A4       4" VINYL SIDING ON ADDITION TO MATCH EXISTING-  INSTALL NEW 4" VINYL SIDING
AND TRIM ON THE LOWER PART AND REAR OF THE ADDITION AS SHOWN ON ELEVATIONS.
5-A4      CEDAR STYLE SIDING ON ADDITION TO MATCH EXISTING-  INSTALL NEW SIDING AND
TRIM ON THE UPPER PART FRONT AND LEFT SIDE OF THE ADDITION AS SHOWN ON
ELEVATIONS.
6-A4      SCREENED GABLE VENT AT NEW GABLE-  SIZE APPROPRIATE TO GABLE SIZE,
TYPICAL.
7-A4      SCREENED RIDGE VENTS AT NEW RIDGES-  SIZE APPROPRIATE TO RIDGE SIZE,
TYPICAL.
8-A4      NEW ROOF SHINGLES ON ENTIRE HOUSE-  TIMBERLINE 40 YEAR OR APPROVED
EQUAL – TEAR OFF EXISTING.  STYLE TO MATCH EXISTING AS SELECTED BY OWNER.
INSTALL ICE SHIELD AT ALL VALLEYS AND AT LOWEST 2'-0" OF ROOF ADJACENT TO ALL
GUTTERS.
9-A4      NEW GUTTERS AND LEADERS ON ADDITION-- CONNECT AS REQUIRED AND
DISCHARGE MIN. 3'-0' AWAY FROM FOUNDATION.
10-A4      EXISTING GUTTERS TO REMAIN-- VERIFY CLEAN AND PROPER FUNCTION, REPLACE
IF NOT FUNCTIONING PROPERLY.
11-A4      NEW COLUMNS-  10" DIAMETER,  SEE PLAN FOR INFO.
12-A4      NEW CEDAR WOOD BALCONY RAILING 3'-0" HIGH-  LESS THAN 4" BETWEEN
VERTICAL BALUSTERS. 4” X 4” POSTS SECURE TO FRAMING BELOW.  VERIFY STYLE AND
SHAPE OF RAILINGS AND MOULDINGS WITH OWNER.
13-A4      MATCHING CASINGS, SILLS, FASCIAS, RAKES AND TRIM-  ON ENTIRE EXTERIOR,
TYPICAL.   VERIFY COLORS WITH OWNER.
14-A4      FLASHING- AT ALL VALLEYS AND ROOF WALL INTERSECTIONS AS REQUIRED TO
GUARANTEE A WATER TIGHT SEAL.
15-A4      COORDINATE NEW LANDSCAPING AS SELECTED BY OWNER.
16-A4      BIRD RAIL—DECORATIVE BIRD RAILING AT NEW RIDGE, PVC OR VINYL COATED
METAL. OWNER TO SELECT FROM CONTRACTOR SAMPLES.  COORDINATE WITH RIDGE VENT.
17-A4      FASCIA BOARD AT BALCONY EDGE- FINISH TO MATCH.  COLOR AS SELECTED BY
OWNER.  COORDINATE WITH WATERTIGHT SEAL AT BALCONY DECK.
18-A4      SKYLIGHT-  ANDERSEN NO. SKS2838—ALIGN AS PER REAR ELEVATION IN EXISTING
ATTIC. INSULATED GLASS, INSTALL TRIMMERS AND TRIM INSIDE AND OUTSIDE.  PATCH,
REPAIR, TAPE, SPACKLE, RESTORE FINISH.
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ADDITION TO EX. HOME FOR:

15 LORETTA ST., HILLSDALE, NJ

EXAMPLE ONLY

EXAMPLE ONLY

 1/4" = 1'-0"
3 SECOND FLOOR PLAN

15 - A2A

16 - A2A

14 - A2A

13 - A2A

11 - A2A

12 - A2A

9 - A2A

10 - A2A

4 - A2A

6 - A2A

7 - A2A

8 - A2A

5 - A2A

2 - A2A

3 - A2A

1 - A2A 1-A2A      REMOVE WINDOW—AT ADJACENT BEDRM.  PATCH, REPAIR, TAPE, SPACKLE,
RESTORE FINISH.
2-A2A      EXISTING WINDOW TO REMAIN—REFINISH ON SIDE OF NEW ROOM.  COORDINATE
AS REQUIRED.
3-A2A      FIELD MEASURE AND SUPPLY SHOP DRAWINGS-- CONTRACTOR IS TO FIELD
MEASURE THIS AREA AND PRODUCE SHOP DRAWINGS AT 1/2"=1'-0" FOR OWNER REVIEW
OF BUILTIN CABINET, COUNTERTOP, AND UNDER FRIDGE.  UNDER FRIDGE, COFFEE MAKER,
MICROWAVE OVEN-- VERIFY ALL SELECTIONS WITH OWNER. OWNER WILL PURCHASE
APPLIANCES DIRECTLY,  CONTRACTOR WILL COORDINATE OWNER SELECTIONS IN SHOP
DRAWINGS AND INSTALL ALL APPLIANCES AND COUNTERS, CABINETS BUILT INS.
4-A2A      2" X 4” AT 16" ON CENTER WITH 1/2" GYP. BD. INTERIOR-  SEE SECTION.  TYPICAL
WALL CONSTRUCTION.  FIRESTOPS AS REQUIRED.  WALLS ARE DIMENSIONED TO 4"
NOMINAL THICKNESS, WALLS ARE 4-1/2" THICK ACTUAL FINISH TO FINISH, CONTRACTOR IS
TO COORDINATE FOR PROPER ALIGNMENT OF WALLS AS SHOWN.
5-A2A      6 FOOT HIGH WALL—CONSTRUCT THIS WALL 6 FOOT HIGH.  CAP WITH WOOD CAP.
FINISH AS SELECTED BY OWNER.
6-A2A      COORDINATE NEW FRAMING AS REQUIRED TO ALIGN THE FLOORS, NEW AND
EXISTING.
7-A2A      COVERED BALCONY—PITCH FLOOR AWAY FROM DOOR.  FLASH AND WATERTIGHT
SEAL UNDER.
8-A2A      RAFTERS-  2" X 8" AT 16" ON CENTER.
9-A2A      RAFTERS-  2" X 10" AT 16" ON CENTER.
10-A2A      CEILING JOISTS-  2" X 8" AT 16" ON CENTER.
11-A2A      MICROLAM BEAMS- (3) 1-3/4" X 9-1/2" BEAMS TO CARRY FRAMING ABOVE.
INSTALL BOTTOM FLUSH TO CEILING,  COORDINATE CEILING HEIGHT AS REQUIRED TO
CONCEAL BEAM.  PARALLAM POSTS AT EACH END TO SUPPORT BELOW.
12-A2A      MICROLAM RIDGE BEAMS- (2) 1-3/4" X 9-1/2" BEAMS TO RAFTER FRAMING.
INSTALL BOTTOM FLUSH TO CEILING,  COORDINATE CEILING HEIGHT AS REQUIRED TO
CONCEAL BEAM.  PARALLAM POSTS AT EACH END TO SUPPORT BELOW.
13-A2A      MICROLAM BEAMS- (2) 1-3/4" X 9-1/2" BEAMS TO CARRY FRAMING ABOVE.
INSTALL BOTTOM FLUSH TO CEILING,  COORDINATE CEILING HEIGHT AS REQUIRED TO
CONCEAL BEAM.  SEE CROSS SECTION.  PARALLAM POSTS AT EACH END TO SUPPORT
BELOW.
14-A2A      NEW CEDAR WOOD BALCONY RAILING 3'-0" HIGH-  LESS THAN 4" BETWEEN
VERTICAL BALUSTERS. 4” X 4” POSTS SECURE TO FRAMING BELOW. VERIFY STYLE AND
SHAPE OF RAILINGS AND MOULDINGS WITH OWNER.
15-A2A      NEW WOOD COLUMNS-  10" DIAMETER ROUND DORIC STYLE, COORDINATE WITH
NEW HANDRAIL AT BALCONY.  VERIFY COLUMN SELECTION WITH OWNER.
16-A2A      NEW WINDOW SAME LOCATION—SEE WINDOW SCHEDULE.  WINDOW CHANGED
TO MEET EGRESS REQUIREMENTS.  INSTALL NEW LINTEL.  PATCH, REPAIR, RESTORE
FINISH.

SCHEDULE OF DRAWING NOTES - DWG A-2A

EXAMPLES OF PHOTOS,
SKETCHES AND FINAL
CONSTRUCTION DRAWINGS BY
WJM ARCHITECT.

THIS IS ONLY A SMALL SAMPLING
OF THE DRAWINGS DONE FOR A
TYPICAL PROJECT.

TYPICAL PROJECT REQUIRES
NUMEROUS PHOTOS, SKETCHES
AND 8 TO 10 DETAILED
CONSTRUCTION DRAWINGS.

FIELD SKETCH - 2ND FLOOR DESIGN SKETCH FRONT VIEW

DESIGN DRAWING 3-D VIEW

PHOTO - BEFORE VIEW

PHOTO - AFTER VIEW

DETAILED CONSTRUCTION DRAWING OF SECOND FLOOR PLAN VIEW

EXAMPLE ONLY

DESIGN SKETCH PLAN VIEW

DESIGN DRAWING FRONT VIEW

E X A M P L E S   O N L Y

DETAILED CONSTRUCTION DRAWING OF FRONT AND LEFT SIDE VIEWS


